OS51E-1925

SYRATION & RESEARCH

A,
% o
STMENT OF C°

Adam Skarke!, Webb Pinner?,

LT Nicola Verplanck?
(OER), Durham, NH; ?Ascentia,
ett, Rl; 3NOAA OER, Seattle, WA

=
=.. 0
™ e’

"
I'—d -—d‘. [— — “' N—— : .—— \_J"-_../ E

Water depths 1100 - 1500 meters
Slopes in focused exploration site: 10° - 13°

Little Hercules Dive 16 Trackfile: EX1202L2_DIVE16_RovTrack.csv

EM 302 Multibeam file 0264_20120312_203721_EX1202L1_MB.all & .wcd

Abstract
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1. Gulf of Mexico Seeps and Dee
with Little Hercules ROV

While mapping in the seafloor and water column in the vicini
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seted exploration site at Pascagoula Dome, a salt dome in the Northern Gulf of Mexico, explored

02 Leg 2. Data displayed includes water column anomalies detected with ship multibeam
s); ship multibeam water column beam fan; ship multibeam seabed backscatter draped over ship
beam bathymetry; and Little Hercules ROV dive track (purple). Yellow dashed line indicates targeted
oration area based on interpreted high seabed backscatter return values (‘brighter’ colors, i.e. lighter
greys). All data shown above and below is available through public archives in usable formats. Data displayed

in QPS Fledermaus. Freeware is available.

2. Blake Ridge Diapir Complex Exploration with Sentry Al

While mapping the Blake Ridge and Cape Fear Diapirs, seven distinct seeps were detected, each
approximately 900 meters from the seafloor in water depths ranging from 2200 to 2500 meters. Several o
these seeps were further explored with Woods Hole Oceanographic Institute’s Sentry AUV, utilizing its
Reson 7125 high resolution multibeam, photo imagery, sidescan, subbottom, and various in-situ sensors to
characterize the local environment.
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3. Public Data Archives

Okeanos Explorer data are collected with regard to the Integrated Ocean and Coastal Mapping Center’s

Reson 7125 Macrobathymetry
Depths in meters

ROV Navigation Data

concept to “map once use many times”, which aims to encourage and enable the multidisciplinary use of Tethys FTP hosted at the 21550 1 kilometer
seafloor mapping data, including by the fields of marine archaeology, hydrographic mapping, extended University of Rhode Island 21575

continental shelf, biology, geology, geophysics, biopharmaceutical, ocean energy and resources, marine tethys.gso.uri.edu -2160.0

managed areas, fisheries, corals, oceanography, hazards modeling and assessments, education and AR Area of higher acoustic

Meteorological and -2185.0 backscatter = = = = =

oceanographic sensors
NOAA National
Oceanographic Data

Center
www.nodc.noaa.gov

outreach. To this end, all mapping, CTD and meteorology data sets collected by the NOAA Ship Okeanos
Explorer are monitored and evaluated in the field for quality control purposes, and are made available in
direct partnership with the NOAA National Coastal Data Development Center through NOAA’s public
archives within 60 to 90 days of data collection, in useable formats and with associated metadata records.
Additionally, all data sets collected by vehicles onboard the ship, including ROVs and AUVs, are made
available directly following each cruise via public archives.
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2. Water column anomalies rising up to 1300 meters above the seafloor at Blake Ridge Diapir detected using
ship mulitbeam during cruise EX1205 Leg 1. EM 302 acoustic bottom backscatter data shown as seafloor,

with higher acoustic returns denoted with dashed yellow polygon. Inset: Red spheres indicate water column
anomalies detected with Sentry AUV’s Reson 7125 multibeam sonar while flown at 80 meters above seabed.
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